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WILLAMETTE RIVER

] CLASS 230 RIP RAP

NOTES;
1 VERTICAL DATUM IS NOVO (NATIONAL GEODETIC VERTICAL DATUM*

HORIZONTAL CONTROL ARE PROVIDED BY CONTROL POINTS 102 AND fli!
SHOWN ON THIS DRAWING ESTABLISH A 'P* BASELINE AS SHOWN IN THE
DRAWINGS TO RECREATE SECTIONS SHOWN ON DRAWING C-3.

3 CONTOUR INTERVAL 1

AS CONSTRUCTED

. DO NOT DISTURB EXISTING RIPRAP PROTECTION OF EXISTING PIERS, FOOTINGS
AND OUTFALL TAKE PRECAUTIONS NOT TO UNDERMINE EXISTING STRUCTURES

. CONTRACTOR SHALL RESTORE ANT FENCE REMOVED OR DAMAGED IN THE COURSE
OF GAINING ADDITIONAL ACCESS TO SITE REQUIRED BY THIER SPECIFIC EQUIPMENT

AREAS OF EXISTING VEGETATION DISTURBED BY CONSTRUCTION SHALL BE
OVERSEEDED WITH NATIVE GRASS SEED MIX.
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FEET LEFT

SECTION 2 + 00

NOTE
If RIVEH LEVEL IS BELOW THE OUTER EDGE
OF RIPRAP TOE. A SEDIMENT FENCE SHALL BE
INSTALLED SEPARATING THF TOE EXCAVATION
nOHTHCMVtR

MECMANKJ11Y STABIUZFD

EARTH (MSE) SLOPt

HOBBS AND HOPKINS NATIVE
GRASS SEED MIX, HYDROSEED

X WSOS?

SECTION 5 + 50

-10

* NOTE:
ALL ELEVATIONS ARE
NATIONAL GEODETIC VERTICAL.
DATUM (NQWD) SECTION 7 + 20

SCALE. I'-IO'

«• TRENCH OH STAPLE
INTO BANK

MECHANICALLY STABILIZED
EARTH (MSE) SLOPE DETAIL ,

81 TUFTED EROSION
CONTROL MAT FOLDED OVER
ITSELF AND STAPLED TO THE
EXISTING BANK *

EXISTING
GROUND

FOLD TAILS OF MSE
GEOTEXTILE UP ALONG
EXISTING BANK

MSE SLOPE

WITH LIMITED SPACE

AS CONSTRUCTED
SCALE: 1/2' - 1

SEED MIXTURE

COMMON NAME

BLUE WILDRYF.

NATIVE RED FESCUE

NATIVE CALIFORNIA BROME

MEADOW BARLEY

SHEEP FESCUE

MEADOW FOXTAIL

'

SCIENTIFIC NAME

ELYMUS QLAUCUS

FESTUCA RUBRA

BROMUS CARINATUS

HORDE UW BRACHYANTHERUM

FESTUCA OV1NA

ALOPERCURUS PRATENSlS

HATE (PLS)
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